
66

UK Price List 01/2024
EBARA Pumps Europe

3L
S(

4)
 S

ER
IE

S

3LS4 SERIES
Centrifugal pumps in AISI 316 with standardized motor and rigid coupling (EN 733) (4 poles)

Z version available
Version with the casing body without the support foot and with a new foot directly mounted to the motor bracket. 
This solution allows the pump to stay in limited spaces where it is not possible to connect the foot of the standard 3 
SERIES and, most importantly,allows to connect the pump in different positions thanks to the 90° rotation of the foot.

Three phase 230/400/690V 4 poles
Model Code £ Stg HP kW Abs. Curr.

[A]
DNA DNM Weight

[kg]

230V 400V 690V

3LS4/E 32-125/0,25 1277010004E 1778 0,33 0,25 1,6 0,9 - 50 32 15,4
3LS4/E 32-160/0,37R 1277020104E 2000 0,5 0,37 2,1 1,2 - 50 32 18,5
3LS4/E 32-160/0,37 1277020004E 2000 0,5 0,37 2,1 1,2 - 50 32 18,7
3LS4/E 32-200/0,55R 1277030104E 2280 0,75 0,55 2,8 1,6 - 50 32 28,0
3LS4/E 32-200/0,55 1277030004E 2280 0,75 0,55 2,8 1,6 - 50 32 33,0
3LS4/I 32-200/0,75 1277050004I 2412 1 0,75 3,1 1,8 - 50 32 29,5
3LS4/E 40-125/0,37R 1287020104E 1919 0,5 0,37 2,1 1,2 - 65 40 16,2
3LS4/E 40-125/0,37 1287020004E 1919 0,5 0,37 2,1 1,2 - 65 40 16,2
3LS4/E 40-160/0,55R 1287030104E 2199 0,75 0,55 2,8 1,6 - 65 40 23,5
3LS4/E 40-160/0,55 1287030004E 2199 0,75 0,55 2,8 1,6 - 65 40 23,5
3LS4/I 40-200/1,1R 1287070104I 2828 1,5 1,1 4,3 2,5 - 65 40 32,1
3LS4/I 40-200/1,1 1287070004I 2828 1,5 1,1 4,3 2,5 - 65 40 32,1
3LS4/I 40-200/1,5 1287080004I 3067 2 1,5 6,2 3,6 - 65 40 32,9
3LS4/E 50-125/0,55R 1297030104E 2057 0,75 0,55 2,8 1,6 - 65 50 23,7
3LS4/E 50-125/0,55 1297030004E 2057 0,75 0,55 2,8 1,6 - 65 50 23,7
3LS4/I 50-160/1,1R 1297070104I 2780 1,5 1,1 4,3 2,5 - 65 50 31,8
3LS4/I 50-160/1,1 1297070004I 2780 1,5 1,1 4,3 2,5 - 65 50 31,8
3LS4/I 50-200/1,5R 1297080104I 3271 2 1,5 6,2 3,6 - 65 50 34,5
3LS4/I 50-200/1,5 1297080004I 3271 2 1,5 6,2 3,6 - 65 50 34,5
3LS4/I 50-200/2,2 1297100004I 3271 3 2,2 10,2 5,9 - 65 50 43,4
3LS4/E 65-125/0,55 1351330004E 2881 0,75 0,55 2,8 1,6 - 80 65 21,5
3LS4/I 65-125/0,75 1351340004I 3004 1 0,75 3,1 1,8 - 80 65 30,0
3LS4/I 65-125/1,1 1351370004I 3029 1,5 1,1 4,3 2,5 - 80 65 27,8
3LS4/I 65-160/1,1 1352370004I 3308 1,5 1,1 4,3 2,5 - 80 65 28,8
3LS4/I 65-160/1,5 1352380004I 3330 2 1,5 6,2 3,6 - 80 65 40,4
3LS4/I 65-160/2,2 1352400004I 3568 3 2,2 10,2 5,9 - 80 65 46,4
3LS4/I 65-200/2,2R 1353400104I 3881 3 2,2 10,2 5,9 - 80 65 42,9
3LS4/I 65-200/2,2 1353400004I 3881 3 2,2 10,2 5,9 - 80 65 43,4
3LS4/I 65-200/3,0 1353420004I 4049 4 3 11,8 6,8 - 80 65 48,5
3LS4/I 65-250/4,0 1395120104I 5628 5,5 4 14,2 8,2 - 80 65 90,6
3LS4/I 65-250/5,5 1395130104I 6294 7,5 5,5 - 10,6 6,1 80 65 118,0
3LS4/I 80-160/1,5 1396080104I 5278 2 1,5 6,2 3,6 - 100 80 57,9
3LS4/I 80-160/2,2R 1396900104I 5584 3 2,2 10,2 5,9 - 100 80 70,1
3LS4/I 80-160/2,2 1396100104I 5584 3 2,2 10,2 5,9 - 100 80 70,4
3LS4/I 80-200/3,0 1397110104I 6034 4 3 11,8 6,8 - 100 80 80,0
3LS4/I 80-200/4R 1397130104I 6566 5,5 4 14,2 8,2 - 100 80 89,6
3LS4/I 80-200/4,0 1397120104I 6566 5,5 4 14,2 8,2 - 100 80 95,6
3LS4/I 80-250/5,5R 1398900104I 8185 7,5 5,5 - 10,6 6,1 100 80 124,0
3LS4/I 80-250/5,5 1398130104I 8185 7,5 5,5 - 10,6 6,1 100 80 125,0
3LS4/I 80-250/7,5 1398140104I 9167 10 7,5 - 15,3 8,8 100 80 134,0

Pumps supplied without counterflanges, see counterflanges kit on accessories section 
“SCA” version with drain plug available with a 5% increase on the price list. 
“K2 SCA” version available: tropicalized motor with drain plug with 20% increase on the price list. 
3L SERIES 65-250 and 3L SERIES 80 in microcasted steel 
Pump version in compliance with the 94/9/CE Directive on ATEX products (Group II, Category 2) available on request


