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CK SERIES STAINLESS STEEL
SUBMERSIBLE PUMPS

Model Outlet LM/HM Kw Float Switch Code
CK45MA 1¼” 150/7.5 0.25  9000-2130

CK55MA 1½” 216/11 0.37  9000-2135

CK100MA 1½” 275/15 0.75  9000-2145

CK150MA 1½” 300/18 1.1  9000-2150

CK series are centrifugal drainage pumps.
All stainless steel AISI304 components that come in contact with the water.
Supplied with 10 metres of power cable. 
Twin mechanical seals in a lubricated chamber.
For use in drainage, clean, grey and dirty water and circulation duties.
Maximum submersion depth 5 metres. 
Maximum liquid temperature 50˚C. 
Solids handling of 10 mm.

WITH FLOAT SWITCHPERFORMANCE 
CURVE

SPECIFICATIONS

SPECIAL FEATURES

Tide hand is prohibited to open  the
switch barefoot, plug, pull the plug.

43

- Don't pull the cable or hang the pump

with the cable. Use the sling to put the

pump down into water.

- Make sure the cable and the plug is in

good condition before starting  the

Pump. Check the bolts not loose and not oil oozes out f

rom the pump and make sure the water pipe is well connected.

- Check power supply is in conform to the pump name plate.

- Power must have the leakage protection switch, pump must ground connected and

the insulation resistance should not be less than 50M .

- Use a bigger power cord (not smaller than the pump power cord) if the power supply 

is in long distance.

- Start the pump in no load situation to check the pump starts good and the Rotation

is correct (If the three phase pump rotation is not correct, exchange the connection

any two phase power cords.)

- Put the whole pump into the water vertically, water depth less than 5 meters .Mark 

obvious sings of electronic shock when the pumps works, and not allow swimming or

grazing nearby. Pump should not move before the power is cut off.

- Don't let the pump froze in winter.

- Regularly check the insulation resistance between winding and pump casing; it

should be bigger than 1M .

-When pump works reach 2500 hours, check the under follow maintenance method

Disassembly the pump and check the wearing parts like mechanical seal , bearing, 

impeller etc., replace a new part when damage parts is found. Do leakagetest under

0.2MPA for 3 minutes after replace the seals, no leakage should be found. Replace 

with new #7 machine oil (Fill 95% of the oil cavity).

- Pump is not suitable in water when it is unused for long time, it should be storage in

dry and ventilated place. If the pump has serviced for long time, run the pump with 

clean water and clear the obstacles, dry the pump and repaint if needed before storage.

7.Maintenance

8. Dimension Drawing 

9. Performance curves

6.INSTRUCTION MANUAL AND WARNING
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