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OPTIMA
Submersible pumps in AISI 304 stainless steel

Sturdy design, corrosion resistant

Possibility to use in fixed and 
mobile installations

Practical and easy to use

TECHNICAL DATA

Max. immersion 5 m with 10 m cable  
2 m with 5 m cable

Max. temperature of the liquid +50°C

Max. solids passage 10 mm

Poles 2

Insulation class F

Protection degree IP68

Voltage Single phase 1 ~ 230V ± 10%

Permanent split capacitor built in overload motor protector with automatic reset
 
MATERIALS

Pump body Stainless steel AISI 304 (EN 1.4301)

Impeller PPE + PS reinforced with glass fibres

Shaft Stainless steel AISI 303 (EN 1.4305) (part in contact with 
liquid)

Mechanical seal
Ceramic/Carbon/NBR (mechanical seal)  
QQV Silicon Carbide/FPM (special mechanical seal)  
NBR (lip seal)

M
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Special mechanical seal

Model

Pump name

OPTIMA M -QQV

Minimum suction device
For suction up to 3mm, please 
see OPTIMA - BEST ONE 
accessories on accessories 
category

OPTIMA “MA” 
is complete of float, the rest of the range 
has none 
 
VERSION 
5 m cable 
- OPTIMA MA 
- OPTIMA MA - QQV 
10 m cable 
- OPTIMA MA 10 m

OPTIMA “MS” 
is complete of vertical magnetic float 
(Magnetic Switch) which allows 
minimum amount of space. 
 
VERSION 
- OPTIMA MS 
- OPTIMA MA - QQV

OPTIMA “M” 
without float 
 
VERSIONS 
5 m cable 
- OPTIMA M 
- OPTIMA M – QQV 
10 m cable 
- OPTIMA 10 m

OPTIMA MA
OPTIMA MS

ACCESSORIES

•	 OPTIMA - BEST ONE accessories
•	 Control panels
	 SMART PRO 1-2
	 KIT WASTEK PRO 1-2

Single phase 230V	 2 poles
Model Code £ Stg HP kW Q=Flow rate Abs. Curr. DNM Weight

l/min 0 20 50 75 100 125 150 [A] [kg]
m3/h 0 1,2 3 4,5 6 7,5 9 230V

H=Total head [m]
OPTIMA MA 10 m 1751101700 388 0,33 0,25 7,6 7 6,3 5,4 4,3 3,1 1,5 1,9 G1¼ 4,4
OPTIMA M 10 m 1751001700 377 0,33 0,25 7,6 7 6,3 5,4 4,3 3,1 1,5 1,9 G1¼ 4,4
OPTIMA MS 1752101600 432 0,33 0,25 7,6 7 6,3 5,4 4,3 3,1 1,5 1,9 G1¼ 4,4
OPTIMA MA -QQV 1751101800 417 0,33 0,25 7,6 7 6,3 5,4 4,3 3,1 1,5 1,9 G1¼ 4,4
OPTIMA M -QQV 1751001800 405 0,33 0,25 7,6 7 6,3 5,4 4,3 3,1 1,5 1,9 G1¼ 4,4
OPTIMA MS -QQV 1752101700 469 0,33 0,25 7,6 7 6,3 5,4 4,3 3,1 1,5 1,9 G1¼ 4,4


