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Submersible pumps for wastewater in AISI 304 stainless steel

RIGHT 
without float 
 
VERSIONS 
5 m cable 
- RIGHT M 
- RIGHT 
10 m cable 
- RIGHT M 10 m 
- RIGHT 10 m

RIGHT “A” 
is complete of float, the rest of the range 
has none 
 
VERSION 
5 m cable 
- RIGHT M A 
10 m cable 
- RIGHT MA 10 m

Single phase 230V	 2 poles
Model Code £ Stg HP kW Q=Flow rate Abs. Curr. DNM Weight

l/min 0 40 80 120 160 200 240 300 [A] [kg]
m3/h 0 2,4 4,8 7,2 9,6 12 14,4 18 230V

H=Total head [m]
RIGHT/A 75 M A 10 m 1771031921A 663 0,75 0,55 8,8 7,8 6,8 5,7 4,7 3,4 2 - 4,8 G1½ 10,1
RIGHT/A 75 M 10 m 1771031621A 645 0,75 0,55 8,8 7,8 6,8 5,7 4,7 3,4 2 - 4,8 G1½ 10,1
RIGHT/A 100 M A 10 m 1771051921A 746 1 0,75 10,5 9,5 8,6 7,6 6,6 5,4 4,2 2 5,7 G1½ 11,6
RIGHT/A 100 M 10 m 1771051621A 727 1 0,75 10,5 9,5 8,6 7,6 6,6 5,4 4,2 2 5,7 G1½ 11,6

“A” version is complete of float, the rest of the range has none

Three phase 400V	 2 poles
Model Code £ Stg HP kW Q=Flow rate Abs. Curr. DNM Weight

l/min 0 40 80 120 160 200 240 300 [A] [kg]
m3/h 0 2,4 4,8 7,2 9,6 12 14,4 18 400V

H=Total head [m]
RIGHT/A 75 10 m 1771031404A 645 0,75 0,55 8,8 7,8 6,8 5,7 4,7 3,4 2 - 2,1 G1½ 10,1
RIGHT/A 100 10 m 1771051404A 728 1 0,75 10,5 9,5 8,6 7,6 6,6 5,4 4,2 2 2,6 G1½ 11,6


